
 

 

 

 

 
 
 
 
 
 
 

Maintenance and Care: 
 
How do I maintain and clean these windows? 
 
The pristine appearance of your PVCu windows and doors is maintained by occasional cleaning.  
The frequency of this cleaning will depend on local conditions.  For instance, products installed in 
an industrially polluted or coastal area are likely to need cleaning more frequently – at least every 
couple of months or so. 
 

Under normal conditions, washing down windows and doors with warm soapy water is sufficient.  
Stubborn marks on white frames may be removed using PVCu cleaner.  
DO NOT use PVCu cleaner on every occasion, as this will remove the shine from the PVCu.  
Woodgrain effect finishes should only be cleaned with warm soapy water. 

 
Any type of glass cleaner is suitable, except where a self cleaning glass has been used – refer to 
manufacturer’s instructions. 

 
After a heavy shower of rain, you may find some water lying at the bottom of your door and window 
frames.  This is nothing to worry about, as this will drain away through the drainage holes at the 
base. 

 
To ensure a draught free door, please remember to keep the door in the locked position (ie. lift the 
handle).   This will achieve a tight fit on the draught seals. 

 
For composite doors, to prolong the life of the surface finish, it is recommended that the GRP 
composite door is cleaned regularly.  This should be at least once per month but will depend upon 
the door’s location and exposure to dirt. 
DO: Wash the door surface with warm soapy water (washing up liquid is suitable) and wipe dry with 
a soft cloth. 
DO NOT: Use abrasive cleaners or scouring pads on the surface of the door, use high pressure or 
steam cleaners, use any type of bleach, solvent (e.g. white spirit, methylated spirit, cellulose thinners 
or acetone/nail varnish remover) or adhesives of any kind. 
 
 


